
2 TELLİ İNTERKOM - 2 WIRE INTERCOM

C
B

TELEFON     
BUTONU

İNTERKOM KABLOLARI 
AC KABLOLARININ YAKIN 
OLMAMALI
INTERCOM CABLES 
MUST NOT BE CLOSE TO 
AC CABLES

İNTERKOM KARTI VE 
BUTONUNA 24V 
GİRMEYİNİZ.
DO NOT CONNECT 24V 
INTO THE INTERCOM 
CARD AND BUTTON.

AKÜ 11 VOLT’UN ALTINDA 
İSE HABERLEŞME SAĞLIKLI 
ÇALIŞMAZ.
IF BATTERY IS UNDER 11 
VOLT, COMMUNICATION 
WILL NOT WORK WELL.

İNTERKOM KABLOLARI 
0.50mm² OLMASI
TAVSİYE EDİLİR.
IT IS RECOMMENDED 
THAT INTERCOM CABLES 
BE 0.50mm².

Hoparlör ses ayarı – Speaker Sound Volume >

HOPARLÖR EN KISIK AYARA GETİRİP SES ELDE EDESİYE KADAR ÇEVRİLMELİDİR. AŞIRI ARTIŞ SESTE PARAZİTLENMELERE YOL AÇACAKTIR.
YOU SHOULD SET THE SPEAKER TO THE LOWEST SETTING AND TURN IT UNTIL THE SOUND IS MADE.  EXCESSIVE INCREASE WILL CAUSE INTERFERENCE IN THE SOUND.
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